
FLAMESTOP FSI - INSTALLATION INSTRUCTIONS

1. METALLING OUT

Frame out the opening where Flamestop FSI is to be installed with galvanised C-stud 50mm x 72mm

2. FIXING

Fix Flamestop FSI to the metal frame using the following details:

50 x 72mm C-stud frame (0.55mm gauge) fixed to
main building substrate at 250mm centres

Flamestop FSI

25mm x 25mm Galvanised Angle (0.6mm gauge)
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TOP FIXING
Fold curtain back to cover angle.
There must be a 100mm overlap at all top
fixings where the heat stress may be greatest.
Fix Flamestop FSI to the C-stud frame using
the galv angle at 300mm centres.
Fold back Flamestop over the galv angle
and and fix fold back to galv angle at 600mm
centres.

SIDE and BOTTOM FIXING
Fold curtain back to cover angle.
There must be a 50-75mm overlap at all side
or bottom fixings.
Fix Flamestop FSI to the C-stud frame using
the galv angle at 300mm centres.
Fold back Flamestop over the galv angle
and and fix fold back to galv angle at 600mm
centres.
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3. JOINTING

To join two pieces of Flamestop FSI, use the following details:

STEP 1
ensure there is a 75mm overlap and staple first joins at 600m spacings.

STEP 2
after initial stapling, fold Flamestop over and then staple the fold at 100mm centres.
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4. PENETRATIONS

For penetrations through Flamestop FSI use the following detail:

STEP 1
Cut a slot and feather type circle in the Flamestop.
Pleat the uncut side by 50mm and staple at 200mm centres.

STEP 2
Sleeve the penetrator (pipe/channel etc) with Flamestop FSI to a depth of 300mm.
Cut the sleeve at the penetration end and staple the flanges of the sleeve to the main
curtain barrier.
Seal any gaps with Safire® Intumescent Mastic.
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For further installation details or advice, please contact our office on tel. 01524 388898

NOTES:


